Resumo

Neste trabalho descrevem-se as modificações implementadas no modelo computacional Mohid 2000. Inicialmente este modelo foi desenvolvido para áreas costeiras e, no âmbito deste trabalho, foi aplicado a várias albufeiras. 

O trabalho começa com uma breve descrição do modelo utilizado, focando a evolução histórica, os principais conceitos físicos em que se baseia e os conceitos da programação orientada por objectos utilizados na implementação do modelo. Destaquem-se as razões pelas quais o modelo utilizado é facilmente expansível.

O texto segue com uma descrição mais pormenorizada dos processos implementados para adaptação do modelo ao estudo de albufeiras. Entre estes processos destacam-se as condições de fronteira à superfície, a implementação de uma nova coordenada vertical e a inclusão do ciclo do fósforo nos processos de qualidade da água.

No capítulo seguinte são apresentadas três aplicações a albufeiras distintas: a albufeira do Roxo, a albufeira do Monte Novo e a albufeira do Alqueva. Descrevem-se os dados utilizados para correr o modelo e é feita uma analise dos resultados obtidos.

No último capítulo são apresentadas algumas conclusões referentes aos conceitos de programação utilizados e aos resultados obtidos na aplicação do modelo a albufeiras.
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Abstract

This document describes the modifications implemented in the computational model Mohid 2000. Initially this model was designed to study coastal areas and, in the aim of this work, modified to study reservoirs.

The document starts which a short description of the model which is used, giving a special atention to the historical evolution of the model, to the principal physical concepts on which it is based and to the object oriented programming technics used during the implementation of the model. Reasons why the model easly growable are also presented.

It follows a more detailed description of new feature implementaded in the model, which are important for reservoir simulations. These feature are the surface boundary conditions, a new vertical coordinate and the phosphorus cycle in the water quality processes.

In the following chapter three applications of the model are presented: the Roxo reservoir, the Monte Novo reservoir and the Alqueva reservoir. The data which was used to run the model and the obtained results are analised.

In the last chapter a short discussion about the programming technics and the results from the reservoir simulations is presented.
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